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MY SPACE acoustic furniture

FEATURES
 • Easily movable space dividing screens
 • Quick and easy screen connection
 • Certified sound absorption - class C

TECHNICAL INFORMATION

Screen composition
 • Made of 16 mm chipboard;
 • Covered with 10 mm acoustic foam;
 • Upholstered with fabric.
 • 3 type screens for various applications – plain, one side 

bracket for one desktop, two side bracket for two desk.

Desktop with metal frame and brackets
 • Have to be ordered separately for specific screen 

combinations;
 • 25 mm MFC (melamine) with 2 mm ABS edging;
 • Metal fittings for fixing to screens in powder coated metal;
 • Metal tube – 30x20 mm in powder coated metal.
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RANGE 

SCREENS

Single leg table with brackets (for single 
screen)

 • Have to be ordered separately for specific screen 
combinations;

 • 25 mm MFC (melamine) with 2 mm ABS edging;
 • Metal fittings for fixing to screen in powder coated metal;
 • Metal leg – 40x40 mm in powder coated metal.

Feet and top joints
 • Have to be ordered separately for specific screen 

combinations;
 • Single foot and matching fixator are under one purchase 

code thus have the same metal colour.
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For use without desktop 
(without desktop brackets)

For use with desktop 
(desktop brackets on one side)

For use with desktop 
(desktop brackets on both sides)

Electricity and accessories

 • Have to be ordered separately for specific desktop and 
screen combinations;

 • Single AC / AC + USB socket or simple grommet for 80 mm 
diameter round desktop cut-outs;

 • 3 x AC / 2 x AC + RJ45 / 2 x AC + USB type A and type C / 
1 x AC + RJ45 + USB type A and type C power sockets with 
metal frame (powder coated) for rectangular desktop cut 
outs;

 • 3 x AC / 2 x AC + RJ45 / 2 x AC + USB type A and type C / 
1 x AC + RJ45 + USB type A and type C power sockets for 
mounting under the desktop;

 • 1 / 2 / 3 m extension for connecting cables to link several 
workplaces; 

 • 1 / 3 m mains cable for power supply;
 • Distributor required for RJ45 sockets to connect several 

workplaces together.



Information updated July 2022 www.narbutas.com

SINGLE LEG TABLES
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Trapezoidal

ATTENTION! This type of desktops only usable with 1024 mm width screens.

ATTENTION! This type of tables only usable with 824 / 1024 mm width screens.

DESKTOPS
Rectangular
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ATTENTION! This type of desktops only usable with 824 mm screens on sides (680 / 780 mm).

Desktop with a cut-out 
(scallop)

Desktop with a cut-out for 
Ø80 mm grommet

Desktop with a cut-out for 
rectangular grommet

Desktop with a cut-out 
(scallop)

Desktop with a cut-out for 
Ø80 mm grommet

Desktop with a cut-out for 
rectangular grommet

Plain desktop Desktop with a cut-out for 
Ø80 mm grommet

Desktop with a cut-out for 
rectangular grommet


